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Relevance/Impact of Research ENERGY | e Effciency &

Renewable Energy

« The objective is to develop a 3-D numerical model propagation of
multiple fractures to help predict geothermal reservoir stimulation using
VMIB

« Able to simulating mode I, II, and Ill (tensile, shear, and tearing)

« Consider thermal and poroelastic effects; alleviate the need for explicit
propagation criterion

* Help remove barriers to reservoir design, the project will help increase
reserves and lower costs
— Contribute to securing the future with Enhanced Geothermal Systems

— Permeable zones have to be created by stimulation, a process that
involves fracture initiation and propagation in the presence of natural
fractures

— Fracture can propagate in modes other than tensile
— Reservoir creation and control
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Scientific/Technical Approach Energy Efficiency &

Renewable Energy

* Physical processes considered

« 3D fracture propagation driven by hydraulic
pressure and thermal stress
— Pressurization and cooling
— Pore pressure effects
— Fracture interactions

* Non-linear rock deformation
* Rock heterogeneity
« Modes I, I, Il

 Calibration using lab and field data such as
stress-strain behavior and pressure-time record
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-Material consists of particles
Interacting (at the micro scale)
through a network of virtual internal
bonds (Kline, Gao, 98)

-The macro constitutive relation is
derived directly from the cohesive
law between material particles

« Thermo-poroelastic Constitutive Equations

7 =Ka,

7/2:aam+(af -

« Virtual Internal Bond (VIB) & Damage

Displacement
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Scientific/Technical Approach ENERGY | ronetio trony

 Virtual Multiple Internal Bond (VIB)

Fracture criterion is implicitly incorporated into
the constitutive relation by cohesive law. It is
not necessary to employ a separate fracture
criterion

Shear effect is considered in the interaction
of material particles

By developing a suitable bond evolution
functions, the VMIB successfully simulates
fracture initiation and propagation.

Bond density function

. 2r 7w 2r x /
®= [ [U,D(0,4)sin(0)d0dg+ [ [(Us +Ug, +Ugs) D(6,¢)sin(0)dodg
go:tributed by Normal stiffness 0 Contributed by Shear stiffness
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Scientific/Technical Approach ENERGY | e Effciency &

Renewable Energy

« Model 3D fracture propagation in multiple modes

Consider rock heterogeneity; 3D stress state; pore pressure
and thermal stress

« Multiple cracks, no explicit fracture criterion

« Mixed mode (tensile, shear, and tearing) to aid in geothermal
reservoir stimulation design

« Develop special algorithms to improve accuracy and to
enable fracture-natural fracture interaction in 3D

« Compare with experiments, field data
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Natural Fracture propagation in Mixed-Mode
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Thermal fracturing

A cubic of granitic rock having a fracture as
shown is simulated. Uniform cooling is assumed
to test the mechanical response. The normal
displacement of all rock surfaces except the top
one are confined.

0.015

0.01

The middle slice of maximum principal stress 0.005

contour with deformed mesh configuration
(amplified 1200 times) when the rock is cooled by:
(a)-3 ;(b)-6 ;(c)-9 ;(d)-12 ;(e)-15 ;(f)-18 .
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3D VMIB Model for
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Thermal fracturing

Randomly Distributed Multiple Fractures

Thermal fracture propagation and interaction. 1
Multiple fractures are simulated with a structured
mesh without re-meshing

1S

A cubic specimen of granitic rock with 20
randomly distributed small fractures is considered

Q}\y
B e

2

Max Principal
Stress{Mpa)

Left: maximum principal stress contour
when the rock was cooled by:-38 C.

CuNWIROOND

Right: Propagation of thermal fracture
when the rock was cooled by: -38 C.
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Thermal fracturing

Randomly Distributed Multiple Fractures:

A wellbore with multiple pre-existing cracks
(16) of 3.33-4 cm long are equally spaced
around the well

Left (top) isotropic stress state; (bottom)
anisotropic stress

W
A\
<\ \\\\\\\\\\\\\“‘t\w“:

, |ADANRARARRRRS — The initial temperature in the
AR ; o
\ - matrix is 200 C and 40 C on
NN 3 the surface of wellbore

1
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Accomplishments, Results and Progress  usgessmeon | Energy Efficiency &

Poroelastic VMIB Model ENERGY | renewabe Energy

3) Test problem for poroelastic VMIB: 10m

One-D consolidation and Mandel’s Problem: > L1
Compression of a poroelastic column, layer of rock and
ensuing displacements and pore pressure

\
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Comparison of the numerical and analytical
results for displacement of the top surface is
shown. The numerical results are in good
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Accomplishments, Results and Progress

Poroelastic VMIB Model

3) Test problem for poroelastic VMIB, damage:
One-D consolidation compression of a poroelastic

Input Parameters for Terzaghi 1D

Consolidation
column Shear modulus, 12.0 GPa
Poisson’s ratio, 0.15
Undrained Poisson’s ratio, 0.29
Biot’s coefficient, 1.0
Permeability, 0.5 md
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7
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Comparison of the numerical and analytical results for pore pressure with depth and displacement of the
top surface is shown. The numerical results are in good agreement with the analytical solution.
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A hydraulic fracturing example for different in-situ stress
states using the nonlocal damage version of the model. The
present model is built in three-dimension, but the following
examples are only use a single layer of volumetric element
considering the computational volume

case [ 5, =1.00Pa; 5, =1.00MPa; caseIL 5, = 2.00Pa; 5, =1.00MPa
case IIL 5, =3.00MPa;5, =1.00MPa; caseIV: §, =4.00MMPg; 5, =1.0MPa

The Young’s modulus=20 GPa; Poisson’s ratio=0.2;

Damage Parameters: g =12x10" &, =6x10"

5 mm element is used in the mesh-refined area. The
nonlocal interaction radius=2.5mm

viscosity =0.01 Pa.sec, Q=0.01 m?/sec

- |-1
wrwly exmndel  initd fractare  scwly o

The principal stress contour during the fracture propagation for each in-situ stress: (a) case I;(b) case Il; (c)
case lll; (d) case IV. Aperture and pressure profiles for each in-situ stress case on the left. Note the shear

induced aperture on the wings.

eere.energy.gov

13 | US DOE Geothermal Program



Hydraulic fracture and natural

.S. DEPARTMENT OF Energy Eﬁiciency &

fracture interaction (3D) ENERGY | renewabie Eneray

1.0 MPa

The red dot indicates the injection point <:>
Injection
2{9 10m

A natural fracture is located nearby initial point |
hydraulic fracture |

|
|
e
~

The diameters for hydraulic and natural \
fractures are both 3 meters. Natural \ /
fracture is inclined 45 degree to the %
horizontal plane T

After hydraulic and connects with the Tnjection

natural fracture, the latter becomes part of ; ' I
the hydraulic fracture with complex curved = ol -
surface 3om

The pattern of fracture propagation - o -
displayed by damaged element with o —
continued injection bydralio

fracture

\
The Young’s modulus=28 Gpa; Poisson’s ratio=0.15; —'—/
Damage Parameters: &, =0.3x10" &, =4.0&, X
. . . Natural
5 mm element is used in the mesh-refined area. The fracture
nonlocal interaction radius=2.5mm v
viscosity =0.03x10-% Pa.sec, Q=0.002 mj/sec I om "

10m
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Accomplishments, Expected Outcomes Energy Efficiency &

Renewable Energy

and Progress

3D fracture propagation model using the finite element
method with VMIB has been developed

— VMIB has been also been combined with pore
pressure, thermal stress & poroelastic effects

— Multiple fractures and propagation modes can be
considered

— Results show good agreement with lab data

— Nonlinearity and rock heterogeneity can be considered
— Also implemented non-local damage mechanics

— State of the art
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Accomplishments, Results and Progress ENERGY

Energy Efficiency &
Renewable Energy

Original Planned Milestone/ Technical Actual Milestone/Technical Date
Accomplishment Accomplishment Completed
Elaborate the three-dimensional multiple 3D VMID successfully developed 10/2010
internal bond method

Implement VMIB in 3D FEM and compare  VMIB implemented; results compare well 10/2011
model with lab results; verify simulations with available lab data (literature);

and add hydraulic fracture routines pressurization routines developed & tested

Implement in a 3D FEM, Hydraulic fracture Thermal effects and pressurization 6/2012
routine in the VMIB-FEM; Include joint successfully implemented in 3D, joint

elements; Hydraulic pressurization; elements implemented

Included thermal effects

Study and verify thermal and poro effects Thermal effects in 3D, poroelastic effectsin 2015
on fracturing 3D (ongoing); mesh optimization solutions

Application to lab and/or field fracturing Applied to some lab experiments, block 2015

experiments
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Future Directions ENERGY | rencwasie Eneray

« key activities for the rest of FY and to project completion

(Dec. 2015)

— Continue to develop the 3-D VMIB numerical model for
propagation of multiple fractures in mixed mode (tensile, sheatr,
and tearing) coupled with fluid flow

— Develop special algorithms to improve accuracy and to enable
fracture-natural fracture interaction in 3D, additional poroelastic
and thermoelastic analyses

— The model will be applied to interpretation laboratory large block
hydraulic fracture experiment published and planned as part of
another project
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Summary Slide ENERGY | Ereroy Effiency &

Renewable Energy

* We have developed the VMIB method for 3D fracture propagation in
rock

 Numerical algorithms have been developed to allow element
partitioning, application of hydraulic pressure, and consideration of
heterogeneity in 3D

« A 3D poro- and thermoelastic fracture propagation model has been
developed and verified against experimental results

 The model has successfully predicted mode | and mode Il fracture
growth in compression

* Thermoelastic fracture propagation in 3D has been successfully
modeled
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Project Management ENERGY | e Eficiency &

Renewable Energy

Timeline: Planned Planned Actual |Actual /Est.
Imetine. Start Date | End Date | Start Date | End Date

01/1/2009 12/31/2011 6/15/2009 12/31/2013

Cost Share| Planned Actual Funding

Budget: Expenses | Expenses needed to

to Date to Date | Completed | Complete
Work

$685,141  $171,285  $856,000 $780,000 $756,000  $130,000

* The project is behind as we started late (funds not allocated).

* Pl and research team moved to OU but significant project delays have
resulted from difficulties in transferring the contract between the DOE and
Texas A&M to the University of Oklahoma. This has prevented availability of
funds necessary to continue the research, resulting in a gap in research
activities.

 Although slowed down, work has been ongoing.
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Relevance/Impact of Research ENERGY | ronetio trony

* Develop a model for seismicity-based reservoir
characterization (SBRC) by combining rock mechanics,
finite element modeling, and geo-statistical concepts to
establish relationships between micro-seismicity, reservoir
flow and geomechanical characteristics (3D modeling of
MEQ distribution; EnKF algorithm)

— By helping remove barriers to reservoir creation, the
project will help increase reserves and lower costs

— Permeable zones have to be created by stimulation, a process that involves
fracture initiation and/or activation of discontinuities

— Rock stimulation is often accompanied by multiple micro-seismic events.
Micro-seismic events are used for detection of permeable zones, planning
drilling

— reservoir management; induced seismicity

21 | US DOE Geothermal Program eere.energy.gov




Scientific/Technical Approach ENERGY | e Effciency &

Renewable Energy

* Physical processes considered
 Fully-coupled thermo-poroelastic constitutive equations
* Rock damage & stress dependent permeability
« Uncertainty in material parameters and the in-situ stress

— Estimate hydraulic diffusivity and criticality distribution

— Combine an initial probabilistic description with the
iInformation contained in micro-seismic measurements

— Arrive at solutions (reservoir characteristics) that are
conditioned on both field data and our prior knowledge

— Uncertainty in material parameters and the in-situ stress

— Calibration using lab and field data
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Scientific/Technical Approach ENERGY | e Effciency &

Renewable Energy

« Thermo-poroelastic Constitutive Equations p_0=0, ¢
Ks Kf
. . 2G) . . o F : : :
g, = 2G¢; "{K _?jgkké‘ij +a poy + 7,19, C=—a&+fp-r,T n = Ka,
. . - 7/2:aam+(af _am)¢
« Elastic Damage Mechanics ‘
e Sir-——-
0 if «<g, 3
&y & ; 1
o(x) =+ 1- If &, <x<eg, 3
g — &, K : :
1 if e, <K H N
L 0 f

« Stress Dependent Permeability Lee etal., 2009

Elastic phase

k = koe—ﬂd (03 13—a p)

Stress (MPa)

Damage phase | — &,k o #a(Gi/3-ap)
0

Pemeability (md)

Tang et al., 2002

e Siress

——&—— Fermeabity 1

1 PN B RN ETEENT BN TR BRSBTS
[ EN =7} oo
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Strain |

23 | US DOE Geothermal Program eere.energy.gov




Accomplishments, Expected Outcomes

.S. DEPARTMENT OF Energy Efficiency &

and ProgreSS ENERGY Renewable Energy

3D finite element model has been developed for thermo-poro-
mechanical coupled reservoir simulation

Injection Rate Sy
Or Pressure

« Damage mechanics
 Stress dependent permeabi
« Convective heat transfer

* Rock heterogeneity

* Pressure & Injection rate
and pressure BC

S h, min
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Accomplishments, Expected Outcomes
and Progress

Simulation of Injection Experiment
« 3D rock body of dimensions x =1000, 1000, 500 m

« Water is injected into the granitic rock from a central
interval of 25 m at 2.5 Km

« Temperature difference of 150 C, Distribution of
shear stress, potential seismicity

200 T T T T T

250

200 -

1580

Counts

100

al -

.S. DEPARTMENT OF

u.s

NERGY

Energy Efficiency &
Renewable Energy
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Accomplishments, Expected Outcomes and

Progress

U.S. DEPARTMENT OF Energy Efficiency &

EN ERGY Renewable Energy
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Energy Efficiency &

Outcomes and Progress ENERGY | renewabie Energy

= Role of thermal stress (wellbore simulation): MEQ events after 65 hrs of pumping: (a)
isothermal and (b) cold water (50° C) injection into reservoir (200° C)-See

Supplements
T P LA " VNV A R 1 D

\'\"" k‘b[-"'. ".
o ;"".".; Yt

' .
0 * fear
gt
Wy, :" 9
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PI’Og ress ENERGY Renewable Energy

Injection-induced MEQ for GPK1
Soultz.; Natural fracture inclined
20° from vertical; 50 m radius
NF modulus is (~0.1 MPa) with
permeability of 1 darcy

Normal stress regime:

SH max = 20 MPa, S, i, = 30 MPa,
Sv = 60 MPa

Injection Rate:
24 L/sec
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Accomplisnments &« Progress:
Simulation of Phase | of Newberry ENERGY | oo Efficiency &

Renewable Energy

Stimulation

Based on field data from AltaRock,
two injection zones are setat z =
161~184m (leak zone) and z = - 100
~ -300m (target zone)

Leaking

Fracture density data from logs
indicate there are 500 natural o
fractures in the target zone

-Fracture zone

-200
The upper injection zone has a 400 0o
relatively high permeability (10-8 m?) ‘N
compared to that of the surrounding y '

rock matrix (10-16 m?), and the
average equivalent permeability of
elements in fractured zone is ~10-7
m?2.

In the first test case, water is injected
only through the upper well section; in
the second case, both sections are
taking water to the reservoir rock at
same injection pressure.

The purpose was to compare the results of simulations for the
case where the communication of the injection well and natural
fractures is poor and the injected fluid mainly stimulates the
upper layer which was assumed to have a relatively higher
permeability (leak zone)

29 | US DOE Geothermal Program eere.energy.gov



Accomplishments & Progress: EnKF

Energy Efficiency &

Procedure for 3D Application ENERGY | renewabe Eneray

True Lperm

Microseismicity Cloud Lperm RMSE

o N A O

20 40 60
Time (min)
Assumed True permeability Random criticality Monitoring true MEQ data Log-perm e_stimatio_n error
(Log-perm) distribution (the distribution (failure criterion) (resulted from true L,p,) is (reduced by integrating true
target parameter to be used to estimate Ly MEQ data through time)
estimated)
Model specifications: a 3D pore-pressure-diffusion EnKF estimation procedure: estimating 3D Final estimated L., which
based model, one injection well (constant BHP) at permeability distribution from MEQ monitoring data is very similar to true Lo,
center (perforated through entire thickness) distribution

Evolution of one of the permeability samples by MEQ data integration (permeability sample estimation evolution)

Initial Sample Integration Step 1 (21.6 min) Integration Step 2 (34.56 min) Integration Step 6 (64.8 min)

confirms the suitability of EnKf for characterizing 3D permeability distribution using MEQ integration.
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Accomplishments & Progress: ENKF .. ccoumeror
Procedure for 3D Application ENERGY | renewabe Energy

True (E) Young Modulus (GPa)

Energy Efficiency &

30

» Overall Procedure i
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. . i il WI <:: damage and <: tensile strength

© Yol 1. ¥ ili ietrbnti 10
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Figure 1. Proposed framework for stochastic seismicity-based reservoir characterization for

enhanred senthermal svstems.
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Accomplishments & Progress:
EnKF+geomechanics ENERGY | 5reroy Effciency &

Renewable Energy

3D Application

True Tensile Strength T,, (MPa) True Permeability k, (md) Seismicity Cloud (Tensile Events)

True tensile strength and k distribution
along with MEQ forecast.

Z(m)
o
g g3
p

8. 8

The middle row shows the calculated

150
Y(m) 00 X (m)

permea bl | Ity re I atEd toM EQ (a) true tensile strength T, map (b) true permeability k, map (c) true microseismicity cloud

The lower row shows the calculated
tensile strength based on minimizing the
error between the true and estimated
MEQ

Initial Ensemble Mean Initsal Std Map

A Tensde Strengm T, RMSE (M)
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Accomplishments, Expected Outcomes Energy Efficiency &

Renewable Energy

and Progress

— Developed 2D and 3D coupled thermo-poroelastic
reservoir geomechanics models

— Developed 2D and 3D fracture network capability
— Stress dependent permeability

— Rock heterogeneity and damage mechanics

— MEQ event location

* Implemented damage mechanics in the FEM and have
shown its utility in simulation rock failure and stimulated
volume for different stress regimes, rates, etc.

* Developed probabilistic approaches for integrating MEQ
Into EnKF inversion method, applied to 2D and 3D
diffusion & geomechanics models
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Original Planned Milestone/ Technical Actual Milestone/Technical Date
Accomplishment Accomplishment Completed
2D mode, a Preliminary 3D formulation 2D distribution of MEQ 10/2010
Full development of 3D geomechanics 3D modeling of MEQ distribution 10/2011
model, with damage and stress-dependent
permeability
Fine tuning of 3D geomechanics model, 2D EnKF for geomechanics 6/2011
application to and analysis of different 3D EnKF with diffusion
stress regimes, EnKF development
3D geomechanics stochastic modeling 3D geomechanics & EnKF 2012-13
Improve the FEM program to better define  Will apply to some lab experiments, block 2015

nature of damage zone and to treat larger  experiment application ongoing
scale problems, improve and implement

stochastic algorithms in 3D model;

Compare model with lab and field data
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 The goal is to have a 3D geomechanical model to
help analyze reservoir stimulation using MEQ

« The model will be applied to EGS experiments by
AltaRock and others that have been done or are
planned

 Future work includes

— Improve FEM program: consider introduce discrete fractures and
fine tune damage interpretation, efficiency for large scale problems
— Quantify MEQ events

— Fully implement developed stochastic algorithms in 3D model and
perform additional analysis

— perform triaxial compression tests to determine rock mechanical
properties and asses the model predictions for predicting shear and
tensile failure
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« We have demonstrated:

« Development of 2D and 3D reservoir characterization models based
on geomechanics with relevant physical processes such as thermal
and poroelasticity stress and rock heterogeneity and fracture network

* Implemented damage mechanics in the FEM and have shown its
utility in simulation rock failure and stimulated volume for different
stress regimes, rates, etc.

« Developed probabilistic approaches for integrating MEQ into EnKF
iInversion method, applied to geomechanical modeling
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imeline: Planned Planned Actual Actual /Est.
Timeline: Start Date End Date Start Date End Date

1/1/2009 12/31/2011 9/15/2009 12/31/2013
Federal Share Cost Share Planned Actual Value of Work | Funding needed
Budget: Expenses to Date[Expenses to Date|Completed to Date| to Complete
Work
$814,386 $203,598 $1,000,000 $1,010,000 $1,000,000 $85

« The project is behind as we started late (funds not allocated).

* Pl and research team moved to OU but significant project delays have
resulted from difficulties in transferring the contract between the DOE
and Texas A&M to the University of Oklahoma. This has prevented
availability of funds necessary to continue the research, resulting in a
gap in research activities.

 Although slowed down, work has been ongoing.
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From 5 MPa to 32.5 MPa (houfly increase)

Simulation of Injection Experiment | c=i0wpa, 1=smpa

.S. DEPARTMENT OF Energy Efficiency &

uU.s
EN ERGY Renewable Energy

« 3D rock body of dimensions x =1000, 1000, 500 m

« Water is injected into the granitic rock from a central
interval of 25 m at 2.5 Km

« Temperature difference of 50 C, Distribution of shear
stress, potential seismicity , Pore pressure=8 MPa

Pore Pressure: Thrust
17.4 MPa

S 20 MPa 40 MPa 35 MPa
Sh,min 10 MPa 20 MPa 20 MPa
S, 30 MPa 30 MPa 10 MPa
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Kk

Strike-Slip
Regime
(wellbore)

\
P

Thrust
Regime
(wellbore)

Seismic Events (isotropic vs anisotropic k)

{
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= Microseismic events propagation shape is
Influenced by stress regime and fluid path.
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Injection Rate:
150 I/s ~ 250 I/s
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True TO (MPa) True Seismicity Cloud (Tensile) TO RMSE (Mpa)
B - 500 20(h) 5
True model specification:
5 400 5 4 -
4 Stress BC= [Smin ) Smax Pinit] =
3 o 300§ 12 [20 15 10] MPa, Ry j(injection rate) =
5 S . 0.006 1/s,k = 0.005mD, E with spatially
. 3 1 random normal distribution. Cross shows
100 4 25 the injection well location.
100 : B = TEE-20 - 0.3 2 ‘ ' ° 2
0 R O iy A0 = ° ° TimLO(hr) ' ?® Ensemble size = 100 (number of T,
Assumed True T, Monitoring true MEQ data TO estimation error (reduced by ~ samples or initial candidates for EnKF)
distribution (the target (resulted from true T) is used integrating true MEQ data There are 6 steps of MEQ data integration
parameter to be estimated) to estimate T, through time)

Evolution of one of the T, samples by MEQ data integration (T, sample estimation evolution)
Initial Integration Step 1 (2 hr) Integration Step 3 (9.2 hr) Integration Step 6 (20 hr)
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